ual [LEMINZ. Approved\ST-D30GEN-3M2r1.dwg, 09/05/03 @ 09:40 093598

eering Standards\Eng. Man

G\LANL Engin

=

| (5D PRESS. GAUC7

v GATE VALVE

/AUTOMATC AR VENT (1D

RN

1/2"

DIRECT ACTING
SIGNAL

BYPASS

VACUUM BREAKER
N.O. CONTROL
VALVE

PREHEAT COIL

AR
f Loy D

(TYP)

\ GLOBE VALVE

(TYP)

STEAM TRAP *\

@ TEST TEE

BYPASS

STEAM COIL PIPING

(ON/OFF FLOW THROUGH PREHEAT COIL)

SCALE: NONE U

NOTES FOR DESIGNER: (D0 NOT INCLUDE ON CONSTRUCTION DRAWINGS)

DETAIL

1. SEE SHEET 3 FOR PNEUMATIC CONTROL DIAGRAM.

2. SEE SHEET 4.

KEYED NOTES:

LOCATE AIR VENT AND VACUUM BREAKER
IN TOP SIDE OF COIL AT FURTHEST POINT
FROM STEAM INLET. IF THIS IS NOT
POSSIBLE, LOCATE DOWNSTREAM OF
CONTROL VALVE IN PIPING HIGH POINT.

INSTALL SWING JOINTS AT COIL
CONNECTIONS.

(3 PROVIDE 1/2” VALVE IN BOTTOM OF
CONDENSATE LINE.

(4 ) INSTALL COIL SO AIR PASSES THROUGH
FINS IN PROPER DIRECTION NOTES ON

COIL.

ON STEAM SERVICES, PROTECT THE
PRESSURE GAUGE WITH A PIGTAIL
SIPHON.

DRAWING DEVELOPED FOR ML—3/
ML—4 PROJECTS. FOR ML—1/
ML—2, ADDITIONAL REQUIREMENTS
AND QA REVIEWS ARE REQUIRED.
(REMOVE THIS NOTE WHEN IN—
SERTED INTO A DRAWING PACK-—
AGE).
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